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i o Roadway Gravel GENERAL NOTES: soten Gl
5 6", typ ——— 16', normal - - DRAWN
£ 1. Dimensions shown are top of roadway gravel, not top of levee embankment. X Arand. PE & M. Landis, PE
é 2 332 Toe RAMP 2% - ; Topsoil 2. Angle of 7.5° is measured in horizontal dimension only. CHECKED |
£ é & E V. 3K p P 3. Standard ramp design on 1V:3H levee slopes will result in ramps with slope A. Glover, PE & C. Cadillo, PE
EE: E @ * 7Y of 4.3%. In no case shall riverside ramp slopes exceed 6%. Landside ramp TECHNICAL APPROVAL
28 =8 LANDSIDE RIVERSIDE slopes shall not exceed 10%. -
O¥ o¥ 4. Ramps shall be constructed of same impervious material as levee. DM APPROVA
Toe 5. When ramp is adjacent to another structure, ensure that design addresses USIBWC HQ-ESD JUL 1998
A Levee Embankment scour protection for ramps. A
6. Riverside single ramps shall only be used when site obstructions prevent
m CROSS SECTION construction of double ramps. RAMP DETAILS
7. Top of levee embankment, landings, and top of roadway gravel shall be
finished with a 2% cross slope draining to the riverside.
8. Riverside ramps are intended for non-public USIBWC maintenance use only. SOLICITATION/RFP NUMBER
If the ramps are intended for public uses, designer shall ensure that ramps N/A
and landings meet AASHTO low volume road requirements. CONTRACT NUMBER
ST 9. Landside ramps shall be designed to fit the site and need. Landings are not N/A
S5 . . .
[ required but ramp traffic shall enter onto levee in a safe manner.
22 10. Only licensed/permitted landside ramps are allowed.
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